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1) ALL UNDERGROUND UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC AND ARE NOT TO BE CONSIDERED

INSTALL ONE (1) ELECTRICAL HANDHOLE WITHIN PLAN BREAX. COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING ALL UTILITY COMPANIES PRIOR TO

MAINTAIN 200 FOOT SPACING BETWEEN HANDHOLES. S I | CONSTRUCTION SO THAT ALL UTILITIES MAY BE FIELD LOCATED. IF THE CONTRACTOR PERCEIVES THAT A
) \ i - CONFLICT BETWEEN THE UTILITIES AND TRAFFIC SIGNAL EQUIPMENT WILL OCCUR. THE CONTRACTOR SHALL
N | NOTIFY THE PROJECT ENGINEER IMMEDIATELY.
() INSTALL 4-INCH PVC SCHEDULE 80 ELECTRICAL CONDUIT (RISER) TO 10 FEET FOR PROPOSED \\ i
PORER SERVICE FEED. COIL AN ADDITIONAL 50 FEET AT THE TLP OF THE 11 FIO? CONIUIE ST / ) 2) PAVEMENT MARKINGS DETAILED ARE TO BE INSTALLED BY THE CONTRACTOR IN ACCORDANCE WITH MSHA
INSTALL 2-INCH PVC SCHEDULE 80 ELECTRICAL CONDUIT (RISER) TO 10 FEET FOR TELEPHONE SERVICE. "---__ |

{J) INSTALL 2-INCH SCHEDULE 80 RIGID PVC CONDUIT-TRENCHED. Tt

(& INSTALL 27 FOOT STEEL POLE WITH 70 FOOT MAST ARM. SIGNAL HEADS. SIGNS. PEDESTRIAN SIGNAL HEAD,
VIDEG TRAFFIC DETECTION CAMERA, 20 FOOT LIGHTING ARM. 250 WATT HPS LAMP AND LUMINAIRE WITH
PHOTOCELL, PUSHBUTTON AND R10-4(1) "PUSH BUTTON TO CROSS OXON HILL ROAD...” SIGN.

) STANDARDS. = ALL OTHER PAVEMENT MARKINGS NOT DETAILED ARE FOUND ON SIGNING AND MARKING PLANS.
P _
3) ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURS GRADE FOR CLOSED

-
, - - SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD 816.03, MD 818.01, MD 818.02, M) 818.04. THE
CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.

N | (D INSTALL 10 FOOT BREAKAWAY PEDESTAL POLE AND BASE. PEDESTRIAN SIGNAL HEAD, PUSHBUTTON AND O e e CATION MO USE OF TRAFFIC SIGHAL EQUIPVENT ALORG EASTROE 10 414 WITH
(®) INSTALL ELECTRICAL HANDHOLE. o TENCHED R10-4(1) “PUSH BUTTON TO CROSS OXON HILL ROAD...* SIGN. (NOTE: ACCORDING TO MOSHA STANDARD NO. MD 817.01) ‘ |
JRSTALL S5-Ik SCH-Em;Li zg xﬁiﬁ E:g ﬁ?ugglﬁ - mevciep, @ INSTALL 27 FOOT STEEL POLE WITH 50 FOOT NAST ARM. SIGNAL HEADS, SIGNS. VIDEO TRAFFIC DETECTION CAMERA, 23 |
{©) 'INSTALL 4-THCH SCHERL -; ' 20 FOOT LIGHTING ARMy 250 WATT HPS LAMP AND LUMINAIRE WITH PHOTOCELL. | \ \\% | SP-17 OF SP-23
© it MICRO-LOOP PROBE SET- Eﬂf REFORED @D INSTALL 27 FOOT STEEL POLE WITH TWIN 50 FOOT AND 70 FOOT MAST Aﬁﬁulzﬁgﬂgumguo%g; VIDEO TRAFFIC ‘\\ \O F MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
O ERMFLISTIC PAFIENT WARKING FOR STOPLINE. o 1AL PETECTION GANERA, 20 FOOT LIGATING Al 250 WATT 1S LAY 49 ) | \ \P ‘r) Offlce of Trafflc & Safely |
HMA SURFACE COURSE. (P> INSTALL 14 FOOT BREAKAWAY PEDESTAL POLE AND BASE, SIGNAL HEADS, AND SIGNS. TRAFFIC ENCGINEERING DESIGN DIVISION
&) INSTALL 12-INCH HEAT APPLIED WHITE PERMANENT PREFORMED <@ INSTALL NETERED SERVICE PEDESTAL 200 AWPS. UTILITY LEGEND w1 iR : e SERAL PLA
“THERNOPLASTIC PAVEMENT MARKING FOR CROSSWALK ON FINAL _ - . GG GAS MAN | —— s TR
H.“A SURFACE COURSE. & ® INSTALL. 4-INCH SCHEDULE 80 RIGID PYC CONDUIT-BORED , W W WATER MAIN - el eswen—n  SCIENTISTS - MD 414 OXON HILL ROAD AT SB MD 210 OFF RAMP (WEST LOOP)
@ INSTALL EIGHT PHASE (FULLY ACTUATED) CONTROLLER AND ) INSTALL 3-INCH SCHEDULE 80 RIGID PVC CONDUIT-BORED. | S——S—— SEMER MAN et S —
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= ' . - IQUID TIGHT FLEXIBLE NON-METALLIC — AERIAL CABLES - 10 NORTH PARK DRIVE DRAWN BY: _M. PIERRE F.AP.NO. _SEE TITLE SHEET TS NO.
" CABINET-BASE MOUNT. (NOTE: TWO (2) 4-INCHs ONE (1) 3-INchs <D INSTALL 1-INCH L , T——T—— TELEPHONE CABLES K C HUNT VALLEY. MARYLAND =) LAVRENCE o no. PCEOTSITS 31 | -
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